
WHAT IS A MORI dMEV II HT?

A MORI dMEV II HT is a decentralised Continuous 
Mechanical Extract Ventilation fan which is normally 
installed in “wet rooms” in your home such as 
kitchens, bathrooms and WC’s.

HOW DOES IT WORK?

The fan is designed to work on a continuous basis 
by extracting stale, humid air in your home from and 
via the wet room it is installed in. Most of the time 
the fan will run at a low background speed but may 
occasionally increase in speed depending on how 
the Installer has set it up to operate. Please see “Fan 
operation” confirmed by Installer.

WHAT ARE THE BENEFITS?

The MORI dMEV II HT can help improve the air 
quality within your home and reduce the risk of 
condensation and mould problems.

HOW DO I OPERATE THE FAN?

Your MORI dMEV II HT will have been set up by 
the Installer to operate in one of a number of ways. 
The Installer should indicate the method of “Fan 
operation” by ticking the appropriate box on this 
guide.

DOES IT NEED SERVICING?

The MORI dMEV II HT fan will need cleaning in 
line with the Installation and Maintenance manual 
provided with each fan. This information is also 
available to download from our website.

HOW MUCH DOES IT COST 
TO RUN?

There are several variables that can determine the 
annual electrical running costs of the MORI dMEV 
II HT, however, at typical electricity costs as at July 
2021, you should expect the fan to cost between 
£1-2 per year to run under normal conditions.

WHAT IF I THINK THERE IS A 
PROBLEM WITH THE FAN?

If you are a tenant, please report it to your landlord. 
If you are not, please contact the company you 
purchased the fan from.

IMPORTANT NOTE

MORI dMEV II HT fans are designed to run 
continuously. The power supply to the fan should 
only be disconnected if a fault is detected or 
suspected or when the fan is being maintained. 
Prolonged and/or repeated power interruption can 
create a health and safety risk and invalidate the fan 
warranty.

FAN OPERATION - 
Installer to tick as appropriate

 ☐ The fan is fully automatic and will increase and 
decrease in speed depending on the humidity 
level in the room it is installed in.

 ☐ The fan is automatic and will increase and 
decrease in speed depending on the humidity 
level in the room it is installed in. In addition, 
you can use the pull cord on the fan to activate 
maximum speed and air extraction. Please 
gently use the pull cord as pulling it hard may 
damage it and may invalidate the warranty. 
When you use the pull cord to deactivate 
the maximum speed, the fan may run on at 
maximum speed for a set period of time before 
reverting back to its automatic humidity control 
mode.

 ☐ The fan is automatic and will increase and 
decrease in speed depending on the humidity 
level in the room it is installed in. In addition, it 
is linked to the light switch serving the room it is 
installed in. When you switch on the light switch 
the fan will increase to maximum speed and air 
extraction. When you switch off the light switch 
the fan may run on at maximum speed for a 
set period of time before reverting back to its 
automatic humidity control mode.

 ☐ The fan is automatic and will increase and 
decrease in speed depending on the humidity 
level in the room it is installed in. In addition, it 
is linked to an airflow boost switch provided by 
the Installer. When you switch on the airflow 
boost switch the fan will increase to maximum 
speed and air extraction. When you switch off 
the airflow boost switch the fan may run on at 
maximum speed for a set period of time before 
reverting back to its automatic humidity control 
mode. 

 ☐ Other (Installer to specify here)
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